O3RN T Ak Onidn®

8360: 18¢ i
Q, O G&sd R, IXF.ONF Teirtr, 3D d_ﬂ,. bddm;. §77201.

C[N:U74999KA2017PLC100263, E-mail: shi : )
RIS : shimogasmartcity@gmail.com zacmers %023:08182-268506

2017-18 —
Qmot:212el 18

172
Do) D3
23ds GO Tour
— mwz&b e M4 dlaedann oo mgebg woS Ry mamored
e B WSQ Bopomd D0 NER SFT.UT BORYYSe THHHOOT Sched
OO, UTRICNDIL,  oomyeh adon, mEtE A8 Sorg

-t

www.Shiva ity.i
MOgRasmartcityin oY gEuRoaNGy I,  TDONIRY/CoTRVRD,

;'1;’;‘;*';;“3;";;2 mailcom, o9 wEm sgon emo Te OO
3 0130 SN 20w Snedeand. dreothi Koss muone ot $9NT0ss.

Sl
No Description unit

Stamped Concrete

Slate stone pattern stamped concrete PAVING Providing, Applying and finishing the
top surf?r:e of concrete, with application of color hardener at the rate of 0.390 kg. /sq.
ft, Floating the surface with different types of floaters, application of release agent at
1 the rate of 0.013 kg. /sq. ft, stamping the concrete with stamping tools, cleaning the

surface with water and application of acrylic based sealer for finishing. Complete for 2
paved areas, Compound flooring, Podium, Basement flooring, External roads etc.
Treatment of Construction Joints by Groove cutting of size 4 mm x 25 mm in panel
size approximately 3 mtr x 3 mtr as per site .

Wood like pattern stamped concrete DECK MATERIAL Providing, Applying and
finishing the top surface of concrete, with application of color hardener at the rate of
0.390 kg. /sq. ft, Floating the surface with different types of floaters, application of
2 release agent at the rate of 0.013 kg. /sq. ft, stamping the concrete with stamping Sain
tools, cleaning the surface with water and application of acrylic based sealer for q
finishing. Complete for paved areas, Compound flooring, Podium, Basement flooring,
External roads etc. Treatment of Construction Joints by Groove cutting of size 4 mm x
25 mm in panel size approximately 3 mtr x 3 mtr as per site .
Teak leaf imprint stamped concrete PATHWAY PAVING Providing, Applying and
finishing the top surface of concrete, with application of color hardener at the rate of
0.390 kg. /sq. ft, Floating the surface with different types of floaters, application of
release agent at the rate of 0.013 kg. /sq. ft, stamping the concrete with stamping Sqm
3 tools, cleaning the surface with water and application of acrylic based sealer for
finishing. Complete for paved areas, Compound flooring, Podium, Basement flooring,
External roads etc. Treatment of Construction Joints by Groove cutting of size 4 mm x
25 mm in panel size approximately 3 mtr x 3 mtr as per site .
Kadamba leaf imprint stamped concrete PATHWAY PAVING Providing, Applying and
finishing the top surface of concrete, with application of color hardener at r{le rate of
0.390 kg. /sq. ft, Floating the surface with different types of floaters, appllcanon_ of
release agent at the rate of 0.013 kg. /sq. ft, stampi.ng the concrete with stamping Sqm
4 tools, cleaning the surface with water and applicat.wn of acrylic based sealer.for
finishing. Complete for paved areas, Compound ﬂoonng, Podium, Basemer}t flooring,
External roads etc. Treatment of Construction Joints by Groove cutting of size 4 mm x

25 mm in panel size appr _ _
i i ed concrete PATHWAY PAVING Providing, Applying and
ciri- e i ith application of color hardener at the rate of

ishi top surface of concrete, wi !
B R ating the surface with different types of floaters, application of

. /sq. ft, Flo _ I ]
Ej:aos:gag/eﬁ at the rate of 0.013 kg. /sq. ft., stapup:pg the contl:Tet; “ﬂ’sf;?rplfg S
S tools, cleaning the surface with water and apphcat_lon of acrylic bas el
finishing. Complete for paved areas, Comppund ﬂoonng Podium, B:asen:_er}t :onmi
External roads etc. Treatment of Construction Joints by Groove cutting of size 4 m
25 mm in panel size approximately 3 mtr x 3 mtr as per site
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Flowers imprint stamped concrete PATHWAY PAVING Providing, Applying and
finishing the top surface of concrete, with application of color hardener at the rate of
0.390 kg. /sq. ft,, Floating the surface with different types of floaters, application of
6 release agent at the rate of 0.013 kg. /sq. ft, stamping the concrete with stamping

tools, cleaning the surface with water and application of acrylic based sealer for Sqm
finishing. Complete for paved areas, Compound flooring, Podium, Basement flooring,
External roads etc. Treatment of Construction Joints by Groove cutting of size 4 mm x
25 mm in panel size approximately 3 mtr x 3 mtr as persite .

Wood like pattern imprint stamped concrete PATHWAY PAVING Providing, Applying
and finishing the top surface of concrete, with application of color hardener at the
rate of 0.390 kg. /sq. ft, Floating the surface with different types of floaters,
7 application of release agent at the rate of 0.013 kg. /sq. ft., stamping the concrete with San
stamping tools, cleaning the surface with water and application of acrylic based 1
sealer for finishing. Complete for paved areas, Compound flooring, Podium, Basement
flooring, External roads etc. Treatment of Construction Joints by Groove cutting of
size 4 mm x 25 mm in panel size approximately 3 mtr x 3 mtr as per site .

Mixed forest walk imprint stamped concrete PATHWAY PAVING Providing, Applying
and finishing the top surface of concrete, with application of color hardener at the
rate of 0.390 kg. /sq. ft, Floating the surface with different types of floaters,
8 application of release agent at the rate of 0.013 kg. /sq. ft, stamping the concn:ete with
stamping tools, cleaning the surface with water and application of acrylic based
sealer for finishing. Complete for paved areas, Compound flooring, Podium, Bas?ment
flooring, External roads etc. Treatment of Construction Joints by Groove cutting of
size 4 mm x 25 mm in panel size approximately 3 mtr x 3 mtr as per site.
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